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NEXT PDU / aPDU / iPDU
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NEXT PDU (Basic PDU)

Technical specifications PDU & aPDU
NEXT PDU NEXT aPDU

Maximum power 16A
Nominal Voltage  220 - 240 V
INSTALLATION

Format 1,5U (except BS) 19” rack-mounting  
with multi-position mountings

INSTALLATION
Format 19” rack or wall mounting
Dimensions H x W x D 62 x 490 x 46 mm
CONNECTION

Inputs
1 IEC C20 (16 A) connector and  1 cables  
(1 IEC LOCK - C19 16 A - IEC 10 A cable)  

for connection to any UPS
MONITORING
Amp (TOTAL) - yes
Voltage (TOTAL) - yes
OUTPUTS
BE/FR 7 6
NL/LU 8 7
IEC-LOCK 8 7
NEXT PARTNUMBERS
BE/FR OUTLETS 88012 88023
NL/LU OUTLETS 88014 88024
IEC-LOCK OUTLETS 88016 88025

Product specifications are subject to change without further notice

The perfect solution for improving availability and adding 
flexibility for single phase UPSs.

• Having the right connectors just where you need them
• NEXT PDU (Power Distribution Units) are flexible mounting  
  multiway socket blocks for easy connection of multiple loads  
  either as free-standing or on rack-mounted UPSs
• NEXT PDUs have a large number of sockets (7 French (BE/FR)  
  or 8 Schuko (NL/LU) or 8 IEC-LOCK ) which fit into a very  
  compact unit (1U - 19”)
• NEXT PDUs are easy to implement into any type of  
  installation: they can be rack mounted horizontally (1U)  
  or vertically
• Integrated IEC-LOCK Plug Retention: Prevents  
  accidental disconnect from being bumped  
  or from vibration (IEC version only). 

NEXT aPDU(Amp/Volt metered Power Distribution Units (PDUs)) 
provide active metering to enable energy optimization and 
circuit protection. 
Amp/Volt metered PDUs provide power utilization data to allow 
Data Center Managers to make informed decisions on load 
balancing and right sizing IT environments to lower total cost 
of ownership.  NEXT aPDU series include local real Amp/Volt 
monitoring, IEC-lock receptacles.

• Having the right connectors just where you need them
• Active local Amp/Volt monitoring

• NEXT aPDU (Power Distribution Units) are flexible  
   mounting multiway socket blocks for easy connection of  
   multiple loads either as free-standing or on rack-mounted  
   UPSs
• NEXT aPDUs have a large number of sockets  
  (6 French (BE/FR) or 7 Schuko (NL/LU) or 7 IEC-LOCK )  
  which fit into a very compact unit (1U - 19”)
• NEXT aPDUs are easy to implement into any type of  
  installation: they can be rack mounted horizontally (1U) or  
  vertically
• Integrated IEC-LOCK Plug Retention: Prevents accidental  
  disconnect from being bumped or from vibration  
  (IEC version only).  

NEXT aPDU (Amp/Volt metered PDU)

NEXT PDU - BE/FR - Ref. NEXT : 88012

NEXT aPDU - BE/FR - Ref. NEXT : 88023

NEXT PDU - NL/LU - Ref. NEXT : 88014

NEXT aPDU - NL/LU - Ref. NEXT : 88024

NEXT PDU - IEC LOCK - Ref. NEXT : 88016

NEXT aPDU - IEC LOCK - Ref. NEXT : 88025


